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Options:
B      EMI/RFI En55022 Class B
R      Remote Control

Options:
H             3000 Volt Isolation (not for all series available)
H2           2000 Volt I/O-Isolation (not for all series available)
H3           3000 Volt I/O-Isolation (not for all series available)
H4           4000 Volt I/O-Isolation (not for all series available)
H5.2        5200 Volt I/O-Isolation (not for all series available)
H6           6000 Volt I/O-Isolation (not for all series available)
A or M     Metal Case (not for all series available)
NP           No Pin (not for all series available)

Revision Number

Output Voltage VDC

Input Range   N   ±10%
                        W  2:1
                        X   4:1

Input Voltage VDC

Output Form   S   Single
                         D   Dual
                         T   Triple

Output             R   Regulated
Character        U   Unregulated
                         M  Semi-regulated
Package (letter or letter+number)

Output Power Watts

15 E R D 24 X 12LC H B

DC/DC - CONVERTER
• Galvanic Isolation

• I/O-Isolation 500-6.000 VDC

• Regulated, Semi-regulated
and Unregulated
Output Voltages

• Short Circuit Protection

• High Efficiency

• Several Options available

Die DC/DC-Wandler im Leistungsbereich von 0,5 bis 150 Watt gibt es in mehr als 20 
verschiedenen Gehäusen mit einer, zwei oder drei Ausgangsspannungen. Alle Wandler sind  
Eingang zu Ausgang galvanisch getrennt (min. 500VDC, optional bis zu 6KVDC), 
kurzschlußfest und verfügen größtenteils über einen weiten Eingangsbereich (2:1), viele 
Serien sind zudem mit einem 4:1-Eingangs-Bereich lieferbar. 

DC/DC-Converter 0.5 to 150 Watt are available in more than 20 different cases with single, 
dual or triple output and wide input range 2:1 or 4:1. All converters are I/O galvanic isolated   
(min. 500VDC up to optional 6KVDC) and short circuit protected.



Output Voltage (VDC) 

0.5KUS_N_M  ±10%  5 / 12 / 24 / 48  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

1Z8RS/D_W_M  2:1  4.5-9 / 9-18 / 18-36 / 36-72  3.3 / 5 / 9 / 12 / 15 / 24 

1LUS_N_M  ±10%  3.3 / 5 / 12 / 15 / 24  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

1NUS_N_E LEADFREE  ±10%  3.3 / 5 / 9 / 12 / 15 / 24  3.3 / 5 / 9 / 12 / 15 

1WUD_N_E LEADFREE  ±10%  3.3 / 5 / 9 / 12 / 15 / 24  - 

1ZRS_N_M  ±10%  5 / 12 / 24  3.3 / 5 / 7.2 / 9 / 12 / 15 

1ZUS/D_N_M  ±10%  5 / 12 / 24 / 48  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

1Z1UD_N_M  ±10%  5 / 12  - 

1KUS_N_M  ±10%  3.3 / 5 / 12 / 15 / 24 / 48  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

1ZMS-D_N_M  ±10%  5 / 12 / 15 / 24 / 48  5 / 9 / 12 / 15 

1.5VRS/D_X_M  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 / 18 

1.5VRS/D_W_M  2:1  9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

2NUS_N_E  ±10%  5 / 9 / 12 / 15 / 24  3.3 / 5 / 9 / 12 / 15 / 24 

2KUS_N_M  ±10%  5 / 12 / 15 / 24 / 48  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

2ZUS/D_N_M  ±10%  5 / 12 / 24 / 48  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

2Z8RS/D_W_M  2:1  4.5-9 / 9-18 / 18-36 / 36-72  3.3 / 5 / 9 / 12 / 15 / 24 

2VRS/D_N_M  ±10%  5 / 12 / 24  3.3 / 5 / 9 / 12 / 15 / 24 

2VRS/D_W_M  2:1  9-18 / 18-36 / 36-72  3.3 / 5 / 9 / 12 / 15 / 24 

2VRS/D_X_M  4:1  9-36 / 18-72  3.3 / 5 / 9 / 12 / 15 / 24

3VRS/D_N_M  ±10%  5 / 12 / 24  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

3VERS/D_W_LC  2:1 4.5-9 / 9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

3VRS/D_W_M-Hx 2:1 9-18 / 18-36 / 36-75 3.3 / 5 / 12 / 15 / 24

3VRS/D_X_LC  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 

3VRS/D_X_M-Hx 4:1 9-36 / 18-75 3.3 / 5 / 12 / 15 / 24

3Z8RS/D_W_M  2:1  4.5-9 / 9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

3S1RS_N_M  ±10%  5 / 12 / 24  3.6 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

5-6VERS/D_W_LC  2:1 9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

6VRS/D_W_M-Hx 2:1 9-18 / 18-36 / 36-75 3.3 / 5 / 12 / 15 / 24

6VRS/D_X_M-Hx 4:1  9-36 / 18-75 3.3 / 5 / 12 / 15 / 24

5-6VRS/D_X_LC  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 

7.5VRS/D_W_LC  2:1  9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

10VRS/D_W_LC  2:1  9-18 / 18-36 / 36-75  2.5 / 3.3 / 5 / 12 

10BURS/D_W_LC  2:1  4.7-9 / 9-18 / 18-36 / 36-75  3.3 / 5 / 12 / 15  (±10% adjustable)

10BRS/D_X_LC  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 

12VRS/D_W_M  2:1  9-18 / 18-36 / 36-75  2.5 / 3.3 / 5 / 12 / 15 

12VRS/D_X_M  4:1  9-36 / 18-75  3.3 / 5.1 / 12 / 15 

15CRS/D_W_M  2:1  9-18 / 18-36 / 36-75  3.3 / 5 / 12 / 15 

15BURS/D_W_LC  2:1  9-18 / 18-36 / 36-75  3.3 / 5 / 12 / 15 

15HRS/D/T_X_LC  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 

15RRS_W_LC  2:1  18-36 / 36-75  3.3 / 5 / 12 / 15 

15VRS/D_X_LC 4:1 9-36 / 18-75 3.3 / 5 / 12 / 15

20CRS/D_W_M  2:1  9-18 / 18-36 / 36-75  3.3 / 5 / 12 / 15 

20CRS/D_X_M  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 

20B1RS_W_LC  2:1  18-36 / 36-72  2.5 / 3.3 / 5 

20H1RS/D_X_LC  4:1  9-36 / 18-72  3.3 / 5 / 12 / 15 

20BRS/D_W_LC  2:1  9-18 / 18-36 / 36-75  1.8 / 2.5 / 3.3 / 5 / 12 / 15 

14-25H2RS_W_LC  2:1  18-36 / 36-75  1.8 / 2.5 / 3.3 / 5 / 12 / 15 

14-25H2RS_W_LC PCB 2:1  18-36 / 36-75  1.8 / 2.5 / 3.3 / 5 / 12 / 15 

25-30HRS/D/T_W_LC  2:1  9-18 / 18-36 / 36-72  3.3 / 5 / 12 / 15 

25-30FRS/D/T_X_LC  4:1  9-36 / 18-72  5 / 12 / 15 

25-30FRS/D/T_W_LC  2:1  9-18 / 18-36 / 36-72  5 / 12 / 15 

Series
Voltage SingleRange

Input (VDC)



Min. Max.

-  -  U  1 / 3 78 -40 +85

3.3 / 5 / 9 / 12 / 15 / 24  -  R  1 / 3 76 -40 +85

-  -  U  1 / 3 78 -40 +85

-  -  U  1 / 3 75 -40 +85

3.3 / 5 / 9 / 12 / 15  -  U  1 / 3 75 -40 +85

-  -  R  1 / 3 68 -40 +85

3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24  -  U  1 / 2 / 3 / 4 / 5.2 / 6 80 -40 +85

5 / 9 / 12 / 15  -  U  3 80 -40 +85

-  -  U  1 / 3 78 -40 +85

5 / 9 / 12 / 15  -  S 1 / 3 89 -40 +85

3.3 / 5 / 12 / 15 / 18  -  R  1.5 / 3.5 75 -25 +71

3.3 / 5 / 12 / 15  -  R  1.5 / 3.5 79 -25 +71

-  -  U  1 / 2 78 -40 +70

-  -  U  1 / 3 84 -40 +85

3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24  - U  1 / 3 / 4 / 5.2 / 6 82 -40 +85

3.3 / 5 / 9 / 12 / 15 / 24  -  R  1 / 3 80 • -40 +85

3.3 / 5 / 9 / 12 / 15 / 24  -  R  1 / 2 / 3 / 4 / 5.2 / 6 70 -40 +85

3.3 / 5 / 9 / 12 / 15 / 24  -  R  1.5 / 3.5 78 -40 +85

3.3 / 5 / 9 / 12 / 15 / 24 -  R  1.5 / 3.5 78 -40 +85

3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24  -  R  1 / 3 / 4 / 5.2 / 6 75 -40 +85

5 / 12 / 15  -  R  0.5 / 1.5 / 3 87 -40 +85

3.3 / 5 / 12 / 15 / 24 - R 1 / 1.5 / 3 81 -40 +85

5 / 12 / 15  -  R  0.5 / 3 80 -25 +71

3.3 / 5 / 12 / 15 / 24 - R 1 / 1.5 / 3 81 -40 +85

5 / 12 / 15  -  R  1.6 84 • -40 +71

-  -  R  1 / 3 68 -25 +71

5 / 12 / 15  -  R  0.5 / 1.5 / 3 87 -40 +85

3.3 / 5 / 12 / 15  / 24 -  R  1 / 1.5 / 3 84 -40 +85

3.3 / 5 / 12 / 15 / 24  -  R  1 / 1.5 / 3 84 -40 +85

5 / 12 / 15  -  R  1.5 / 3 / 6 80 -25 +70

5 / 12 / 15  -  R  1.5 83 -25 +71

12 / 15 -  R  1.5 89 -40 +85

5 / 12 / 15 -  R  1.5 87 • -40 +85

5 / 12 / 15  -  R  0.5 82 -25 +71

12 / 15  -  R  1.6 91 • -40 +85

5 / 12 / 15  -  R  1.6 90 • -40 +85

5 / 12 / 15  -  R  1.6 89 • -40 +85

5 / 12 / 15  - R  1.5 90 • -40 +85

5 / 12 / 15  5 / 12 / 15  R  0.5 84 • -25 +71

-  -  R  2.25 89 • -40 +85

12 / 15 - R 1.5 90 • -40 +85

12 / 15  - R  1.6 90 • -40 +75

12 / 15  -  R  1.6 89 • -40 +75

-  -  R  0.5 86 • -25 +71

5 / 12 / 15  -  R  1.5 84 • -25 +60

12 / 15  -  R  1.5 90 • -40 +85

-  -  R  1.5 91 • -40 +85

-  -  R  1.5 91 • -40 +85

5 / 12 / 15  5 / 12 / 15  R  0.5 85 • -25 +60

12 / 15  5 / 12 / 15  R  0.5 84 • -25 +71

12 / 15  5 / 12 / 15  R  0.5 84 • -25 +71

Dual Triple

Reg.

Unreg.

Semi

Isolation Voltage

I/O

(kVDC)

Output Voltage (VDC) Eff. 

(%) 

max.

Remote

CTRL

Operating 

Temperature
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2.56x3 •

2.56x3 •

SIL DIL SMD 

(Pin)

Open Frame

Open Frame

Other 

(Inch)

Package
Case



Power Outlet
Bryggavägen 110
178 31 Ekerö – Schweden
Tel. 0046-158-523-30
Fax 0046-158-10460
www.power-outlet.com

Sweden/Norway/ 
Finland/Denmark 

Intronic AG 
Solenbergstrasse 33
8207 Schaffhausen - Switzerland
Tel. 0041-52-6440088
Fax 0041-52-6440099
www.intronic.ch

Switzerland

Our Distributors

30ARS/D_W_M  2:1  9-18 / 18-36  3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24 

30B1RS/D/T_X_M  4:1  9-36 / 18-75  3.3 / 5 / 5.1 / 12 / 15 

30CRS/D_X_LC 4:1 9-36 / 18-75 3.3 / 5 / 12 / 15

40H3RS/D_X_M  4:1  9-36 / 18-75  3.3 / 8 / 12 / 15 

40B1RS-D_W_M  2:1  9-18 / 18-36 / 36-75  3.3 / 5 / 12 / 15 

50B1RS_W_M 2:1 9-18 / 18-36 / 36-75 3.3 / 5 / 12 / 15

50MRS_W_LC  2:1  9-18 / 18-36 / 36-75  2.5 / 3.3 / 5 / 12 / 15 / 24 

50MRS_X_LC  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 / 24 

50QERS_X_LC  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 / 24 / 48 

60H3RS_W_M 2:1 18-36 / 36-75 3.3 / 5 / 12 / 15

75QRS_W_LC  2:1  18-36 / 36-75  1.8 / 2.5 / 3.3 / 5 

75QRS_W_LC PCB 2:1  18-36 / 36-75  1.8 / 2.5 / 3.3 / 5 

75P1RS-W-LC  2:1  36-75  2.5 / 3.3 / 5 / 12

75MRS_X_LC  4:1  18-75  3.3 / 5 / 12 / 15 / 24 

75MRS/D_W_LC  2:1  9-18 / 18-36 / 36-75  2.5 / 3.3 / 5 / 12 / 15 / 24 

75QRS_X_LC  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 / 24 

100MERS_X_LC  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 / 24 / 48

100QRS_X_LC  4:1  18-75  3.3 / 5 / 12 / 15 / 24 

100QRS_R_LC 3:1  66-160  5 / 12 / 24 

125Q1RS_W_LC  2:1  36-75  2.5 / 3.3 / 5 / 12

150MRS_R_LC 3:1  66-160  5 / 12 / 24 

150MRS_W_LC  2:1  36-75 2.5 / 3.3 / 5 / 12 / 15 / 24 

150MRS_X_LC  4:1  9-36 / 18-75  3.3 / 5 / 12 / 15 / 24 

Output Voltage (VDC) 

Series
Voltage SingleRange

Input (VDC)



DIMAC RED S.R.L
Via Giovanni XXIII°No. 25 
20853 Biassono (MB) - Italy
Tel. 0039-039-2494856 
Fax 0039-039-491773 
www.dimacred.it

Italy

Mostech Ltd. 
Po Box: 1111
Or-Yehude 60500 - Israel
Tel. 00972-37311111 
Fax 00972-37311110 
www.mostech.co.il

Israel

3.3 / 5 / 7.2 / 9 / 12 / 15 / 18 / 24  -  R  1.5 88 -40 +85

5 / 12 / 15  3.3 / 5 / 12 / 15  R  1.6 91 • -40 +75

12 / 15 - R 1.5 92 • -40 +80

12 / 15  -  R  1.6 92 • -40 +85

12 / 15  -  R  1.6 92 • -40 +71

- - R 1.6 92 • -40 +71

-  -  R  1.5 86 • -40 +100

-  -  R  1.5 84 • -40 +100

-  -  R  1.5 92 • -40 +105

- - R 1.6 91 • -40 +85

-  -  R  1.5 90 • -40 +100

-  -  R  1.5 90 • -40 +100

-  -  R  1.5 92 • -40 +85

-  -  R  1.5 84 • -40 +100

2.5 / 3.3 / 5  -  R  1.5 86 • -40 +100

-  -  R  1.5 87 • -40 +100

-  -  R  1.5 92.5 • -40 +105

-  -  R  1.5 88 • -40 +100

-  -  R  2.25 92 • -40 +100

- - R  1.5 92 • -40 +85

-  -  R  2.25 92.5 • -40 +100

-  -  R  1.5 89 • -40 +100

-  -  R  1.5 90 • -40 +100

Min. Max.
Dual Triple

Reg.

Unreg.

Semi

Isolation Voltage

I/O

(kVDC)

Output Voltage (VDC) Eff. 

(%) 

max.

Remote

CTRL

Operating 

Temperature



Spain

Monolitic SA
Componentes Electrónicos

08918 Barcelona - Spain
Tel. 0034-93-2859292
Fax 0034-93-2841193
www.monolitic.com

C/ De la Mora, 34, Parque Empresarial GRANLAND

2x2 •

2x1 •

1x1 •

2x2 •

2x1 •

2x1 •

2.28x2.40 •

2.28x2.40 •

1.45x2.28 •

2X2 •

1.45x2.28 •

1.45x2.28

2.3x0.9

2.28x2.40 •

2.28x2.40 •

1.45x2.28

2.28x2.4 •

1.45x2.28

2.28x1.45

1.45x2.3

2.4x2.28

2.28x2.4 •

2.28x2.4

Aluminum Baseplate

with Plastic Case

Aluminum Baseplate

with Plastic Case

Open Frame

Aluminum Baseplate

with Plastic Case

Aluminum Baseplate

with Plastic Case

Aluminum Baseplate

with Plastic Case

Open Frame

Open Frame

4 6 7 8 9 12 8 14 16 24 Plastic Metal

SIL DIL SMD 

(Pin)

Other 

(Inch)

Package
Case
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